Service Bulletin 


7298-A No. 349-16 THINLINE TOASTERS 
April 1, 1969 


INSTRUCTIONS FOR SERVICING THE SUNBEAM THINLINE TOASTERS 


SERVICE NO, AT-B, AT-C and AT-F 


GENERAL 


The new Sunbeam "Thinline" Toasters operate on 120 volts AC. Models AT-B and AT-C are rated at 1200 
watts and the Model AT-F at 1320 watts. The heating element is a single wire wound around two ceramic 
insulators to forma frame, This assembly is called the motor assembly and controls the lowering and rais- 
ing of the bread carrier. The Model AT-B incorporates a push button in the center of the control dial, which 
offers automatic operation at the touch of the Push button. Model AT-C and AT-F are self-lowering and pro- 
vide completely automatic operation when the bread is placed in the toaster. All three models offer radiant 
control for uniform toasting. 


To operate the Model AT-B Toaster, the bread is inserted into the toaster slots and the starter button of the 
control dial must then be depressed. To toast one slice of bread, the bread must be inserted into the slot 
marked ''One Slice" since the color control mechanism is located on the "One Slice" side of the toaster. 


For Models AT-C and AT-F -- Insert slice of bread into one or both slots on toaster. To toast a single slice, 
the bread must be inserted into the slot marked ''One Slice". Models AT-C and AT-F toasters will not oper- 
ate unless bread slot marked "One Slice" is occupied. 


A, DISASSEMBLY 
1. Remove screw (14) and strain relief cover (13). Cut leads (10) and remove cord (12), 


2. Pull off the color control knob (Key #15 on AT-B and Key #18 on AT-C and AT-F). On Model AT-B, 
the starter button (17) has three locking tabs which retain it in the control knob. The button can be removed 
to replace the actuator spring (16) by using a thin blade screwdriver and prying it out. If tabs break, it will 
be necessary to replace the button before reassembly of the control knob. 


3. After control knob has been removed, remove the control panel housing (8), With the control panel 
of the toaster facing the repairman, the housing is secured to the shell by two tabs on the left side which are 
bent to form hinges and two tabs on the right side, which are straight and snap into the locking holes in the 
shell, To remove, pry up the right side of the housing and swing it to the left until the hinged tabs on the left 
side of the housing can be released from the slots in the shell. 


4. Cut the two heating element lead wires(brown lead wiresconnecting thermostat with motor assembly) 
approximately one inch away from the thermostat. Remove screw (7) and pull thermostat off the shell towards 
the right. Clip (3) and thermostat (6) are now free. 


5. Remove screws (5) and take off the shell assembly (2), End Panels (1 & 4) and crumb tray assembly 
(33), Release locking tabs on reflector assemblies (20 & 21) by prying center tab out of its socket so that lock- 
ing tabs can be released. Remove reflectors and pull out axle (30). The elevator and lifter arm assembly (25) 
can now be removed from the motor assembly (22), Remove retaining ring (24) to release the bearing (23), On 
Models AT-C and AT-F, grind off rivet (26) and remove the trigger (27), trip arm (28) and spring (29), Bread 


guides (19) are clipped on to base of motor frame. Pull up and remove. 
B. REASSEMBLY 


Reverse the above procedure to reassemble. 


1. Before assembling elevator and lifter arm assembly in motor, extend pivoting arms downward as 
shown in diagram #1: 


Right Wrong 


2. Also make certain the lever arms on lifter assembly are locked in the driver on motor assembly as 
shown by arrow in diagram #2: 


3. Before assembling the shell and motor assembly, check the alignment of the elevator, lifter arms, 
driver and bearing to verify smooth elevator operation. 


4. Assemble shell, reflector and motor assembly. Slide insulating sleeve #81201 over each heating 
element lead wire (brown), and route the line lead wires (white) to the cord retainer cavity on end panel (Key 
#4). Then connect the heating element lead wires (brown) to the moveable contact blades (upper) of the ther - 
mostat by using parallel connector #RBB-2, Slide insulating sleeve over parallel connector, 


5. To increase the upward travel speed of the elevator, turn adjustment screw (top center of motor ass- 
embly) clockwise and vice versa until desired speed is obtained. 


6. Test with toast -- If toast is too light or too dark at ''medium" setting, remove control knob and turn 
thermostat shaft clockwise to lighten or counter-clockwise to darken. When toast of desired color is obtained, 
replace control knob with indicator line at ''medium" setting. 

C. ADJUSTMENTS 

1. Toast is too light or too dark. (See Section B - #6) 


2. Elevator and lifter arm assembly does not lower when bread is inserted. 


a. When toasting single slice on Models AT-B, AT+C and AT-F, make sure user inserts 
bread slice into slot marked "One Slice". 


b. Heating coil is not energized -- Check for break in cord or dirty thermostat contact 
points. Replace cord or clean contacts if necessary. 


c. Check action of elevator and lifter arm assembly to see that the linkage moves freely 
and is not binding. 


d. Check spacing between elevator trip arm (Key #28) and thermostat trigger. To decrease 
amount of travel required by elevator trip arm, slide the thermostat assembly to right 
until proper spacing has been obtained. 


e. Check elevator and lifter arm assembly ( See Section B - #5) and also check for deformed 
trigger lever (Key #27) on the elevator assembly. Straighten trigger lever if required. 


Bread rises too slowly 
a. Check action of elevator and lifter arm assembly to see that linkage is not binding. 
b. Check adjustment on elevator and lifter arm assembly (See Section B - #5). 
Toast is lighter on top. This condition is present when bread slices are too tall or when elevator and 
lifter arm assembly does not lower completely. Oversized bread will extendfrom toaster and will not 
brown. Check elevator and lifter arm assembly mechanism to see that none of the linkages are binding. 
Toast not uniform in color as toaster heats up. (Successive slices get increasingly darker or lighter). 
a. Proper compensation for increase in temperature of toaster parts due to successive uses is in- 
herent in the design and manufacture of the radiant control thermostat switch and consequently 


successive slices of toast should be of the same color as the first slice. If this uniformity does 
not exist, replace the thermostat as outlined in Section A, 
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SUNBEAM APPLIANCE PARTS AND ACCESSORY LIST 


REPAIR PARTS LIST INDEX 


TOASTERS August 21, 1972 
SERVICE NUMBER CATALOG NUMBER PARTS LIST NUMBER PAGE NUMBER 

T10 T10 4520 21-1 

T1LOA T1OA 4520 21-1 

T10B T1OB 4520 21-1 

T1OB1 T1OB1 4520 21-1 

T20 T20 4533 20-15 
T20A T20A 4533 20-15 
T20B T20B 4533 20-15 
T20C T20C 4533 20-15 
T35 T35 4533 20-15 
T35-1 T35-1 4533 20-15 
T45 T45 4534 21-21 
T45B T45B 4534 21-21 
T50 T50 4534 21-21 
T50B T50B 4534 21-21 
T55 T55 4534 21-21 
T55A T55A 4534 21-21 
T65 T65 4534 21-21 
T70 T70 4534 21-21 
T/5 T75 4534 21-21 
T1OOS T1OOS 4534 21-21 
T100S-1 T1O00S-1 4534 21-21 
T200H T200H 4534 21-21 
T200H-1 T200H-1 4534 21-21 
AT-A AT-80 4534 21-21 
AT-B AT85 4529 21-9 

AT-C AT90 4529 21-9 

AT-E AT85 4529 21-9 

AT-F AT90 4529 21-9 

AT-K AT85 4529 21-9 

AT-L AT90 4529 21-9 

AT-P AT70 4534 21-21 
AT-Q AT1-HS 4531 21-17 
AT-W AT35A 4533 20-15 
VAT-H VT60 4530 21-13 
VT40 VT40 4533 20-15 


VT40-1 VT40-1 4533 20-15 
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January 1, 1968 


Date of Manufacture 
Model AT85 January, 1967 
Model AT90 January, 1967 


SUNBEAM THINLINE TOASTER 
MODELS AT85 & AT90 


IMPORTANT NOTICE: Order parts by STOCK NUMBER in third column below. 
That will help us supply the correct part and give you quick accurate service. 


Key Recommended 

No. Description Stock No, Models Used On Retail Price 

1 End Panel 21-86524 Both Models $ .95 

2 Shell Assembly 21-86509 Both Models 5.70 

3 Clip 21-86489 Both Models .05 

4 End Panel (Cord Side) 21-86523 Both Models .95 

5 Screw (4 used) 21-81700 Both Models .02 ea. 

6 Thermostat Assembly 21-86538 AT85 3.20 
Thermostat Assembly 21-86522 AT90 3.20 

4 Screw 21-86492 Both Models «05 

8 Housing 21-86540 AT85 1.05 
Housing 21-86508 AT90 1,05 

9 Insulating Sleeve (2 used) 21-6503 Both Models .09 ea, 

10 Lead Wire (2 used) 21-20139-1 Both Models 13 

11 Connector (4 used) 21-23061 Both Models .05 ea, 

12 Cord 21-86500 Both Models .90 

13 Cover, Strain Relief 21-86485 Both Models aided 

14 Screw 21-21233 Both Models .05 

15 Color Control Knob (Inc. Key #16 & 17) 21-86536 AT85 .65 

16 Spring, Actuator 21-86533 AT85 .09 

17 Starter Button 21-86534 AT85 .10 

18 Color Control Knob 21-86510 AT90 .40 

19 Bread Guide (4 used) 21-86520 Both Models . 20 ea. 

20 Reflector (Rear) 21-86518 Both Models .95 

21 Reflector Assembly (Front) 21-86506 Both Models 95 

22 Motor Assembly 21-86527 Both Models 4.75 

23 Bearing 21-86474 Both Models . 30 

24 Retaining Ring 21-87197 Both Models .04 

25 Elevator & Lifter Arm Assembly (Inc. 
Key #23 & 24) 21-86539 AT85 125 
Elevator & Lifter Arm Assembly (Inc. 
Key #23, 24, 26, 27, 28 & 29) 21-86513 AT90 1.95 

26 Rivet 21-86475 AT90 .08 

27 Trigger 21-86502 AT90 .10 

28 Trip Arm 21-87184 AT90 .09 

29 Spr ing 21-86483 AT90 .08 

30 Axle 21-86469 Both Models .08 

OL Clip 21-86472 Both Models 005: 

32 Rivet 21-1547 Both Models .02 

33 Crumb Tray Assembly (Inc. Key #31&32) 21-86501-1 AT85 .40 
Crumb Tray Assembly (Inc. Key #31 & 32 21-86501 AT90 .40 


All prices subject to change without notice, 
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PARTS DIAGRAM 
SUNBEAM THINLINE TOASTER 
MODELS AT85 & AT90 
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CAUTION: Numbers shown are 
Diagram Numbers only. Order 
Parts by STOCK NUMBER shown 
on Parts List. 


4528 


